
ATN-S SERIES

ATN-M SERIES

ABN-S SERIES

5 The PanBlastTM blast nozzle range is suited for general and specialty 
blasting applications. They are available in durable tungsten or boron 
carbide liners and feature straight, venturi or injector nozzle designs, 
and are typically fitted with aluminum jacket protection. 

ATN-T SERIES

BLAST NOZZLES

Durable tungsten carbide liner
For smaller pots, cabinets and pipe 
blasting tools

Enlarged blast pattern
Durable tungsten carbide liner
For smaller pots, cabinets and pipe 
blasting tools

Enlarged blast pattern
Durable tungsten carbide liner
For smaller pots, cabinets and pipe 
blasting tools

Extended life boron carbide liner
For smaller pots, cabinets and pipe 
blasting tools

ATN-2S

ATN-5S ATN-6S ATN-8S

ATN-3M ATN-4M ATN-5T ATN-6T

ATN-3S ATN-4S
ABN-2S

ABN-5S ABN-6S ABN-8S

ABN-3S ABN-4S
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ATN SERIES

ABN SERIES

ATN-4

ATN-5

ATN-6

ATN-7

ATN-8

Durable tungsten carbide liner
Wide throat long venturi 
Coarse contractor thread 
prevents freezing

CAT-1502-01  Page 340 to 341
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ABN-4

ABN-5

ABN-6

ABN-7

ABN-8

Extended life boron carbide liner
Wide throat long venturi
Coarse contractor thread prevents freezing



ATV SERIES

ACCESSORIES

SIDEWINDER SERIES

AIN SERIES

35% wider blast pattern for higher productivity
Dual venturi configuration
Durable tungsten carbide liner
Coarse contractor thread prevents freezing

Hypodermic Needle GaugeWet Head Assembly

ATV-5 ATV-6

ATV-7 ATV-8

AIN-4 AIN-5

AIN-6

AIN-7 AIN-8

4x1 2’’ UNC

4x3 2’’ UNC

5x1 2’’ UNC

5x3 2’’ UNC

6x1 2’’ UNC

6x3 2’’ UNC

4x1 1-1/4’’ NPSM

4x3 1-1/4’’ NPSM

5x1 1-1/4’’ NPSM

5x3 1-1/4’’ NPSM

6x1 1-1/4’’ NPSM

6x3 1-1/4’’ NPSM

Dust-free slurry blasting
Adjustable water atomization
Durable tungsten carbide liner
Coarse contractor thread prevents freezing

Corner and angle blasting
Available in single or triple outlets
Durable tungsten carbide liner
Coarse contractor thread prevents freezing

Dust reducing water jacket
Adjustable water ring
Can be fitted to most 
commercial nozzles

Blast pressure measurement at nozzle
Practical and economical
Can be used with most commercial 
nozzles

CVN SERIES

CVN-5 CVN-6 CVN-7 CVN-8
Economical hardened alloy liner
Long venturi 
Can be used with standard nozzle holders

CAT-1502-03  Page 342 to 343

CAT-1503-01  Page 344 to 345v

CAT-1503-02  Page 346 to 347

CAT-1504-01  Page 348 to 349

CAT-1505-01     
Page 350 to 351

CAT-1505-02 
Page 354 to 355


